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Ultra Series Tripods:
Ultra 353 MINI Q:  Patented 5 section tubular legs with simple twist lock.  Each leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the legs to extend to a greater working height than tripods with standard locking legs. Leg assembly features three leg settings for grounder, low angle, and standard positions.  The lift center columns bottom section is detachable allowing the tripod to operate in the grounder position at a height of 5.31 inches.  The head is a QHD-33M aluminum ball socket head with a QB-62 quick release camera mounting plate.  Tripod carry case included.
Max Operating height: 18.58”
Minimum Operating Height: 5.31”
Closed: 7.48”
Weight: 1.35LBS
Loading Weight: 4.45LBS
Leg Diameter: 21MM

Ultra 355:  Patented 5 section tubular legs with simple twist lock.  Each leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the legs to extend to a greater working height than tripods with standard locking legs. Leg assembly features three leg settings for grounder, low angle, and standard positions.  The life center columns bottom section is detachable allowing the tripod to operate in the grounder position at a height.  The head, model PHD-33M is a 3-way aluminum panhead with a QB-42 quick release camera mounting plate for quick and easy camera mounting.  Tripod carry case included.
Max Operating height: 54.13”
Minimum Operating Height: 6.79”
Closed: 14.33”
Weight: 2.36LBS
Loading Weight: 4.45LBS
Leg Diameter: 21MM

Ultra 455:  Patented 5 section tubular legs with simple twist lock.  Each leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the legs to extend to a greater working height than tripods with standard locking legs. Leg assembly features three leg settings for grounder, low angle, and standard positions.  The lift center columns bottom section is detachable allowing the tripod to operate in the grounder position at a height.  The head, model PH-G40D is a 3-way aluminum two handle panhead with a QB-62 quick release camera mounting plate for quick and easy camera mounting.  Tripod carry case included.
Max Operating height: 63.78”
Minimum Operating Height: 8.27”
Closed: 16.73”
Weight: 3.17LBS
Loading Weight: 5.51LBS
Leg Diameter: 24MM

Ultra 555A:  Tripod leg assembly has patented 5 section tubular legs with simple twist lock.  Each leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the legs to extend to a greater working height than tripods with standard locking legs. Leg assembly features three leg settings for grounder, low angle, and standard positions.  The lift center columns bottom section is detachable allowing the tripod to operate in the grounder position at a height 5” (without head).  Tripod carry case included.
Dimensions without head
Max Operating height: 60.63”
Minimum Operating Height: 5.00”
Closed: 14.65”
Weight: 3.25LBS
Loading Weight: 7.8LBS
Leg Diameter: 27MM

Ultra 655A:  Tripod leg assembly has patented 5 section tubular legs with simple twist lock.  Each leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the legs to extend to a greater working height than tripods with standard locking legs. Leg assembly features three leg settings for grounder, low angle, and standard positions.  The lift center columns bottom section is detachable allowing the tripod to operate in the grounder position at a height 5.24” (without head).  Tripod carry case included.
Dimensions without head
Max Operating height: 60.63”
Minimum Operating Height: 5.24”
Closed: 14.65”
Weight: 3.29LBS
Loading Weight: 8.8LBS
Leg Diameter: 30MM

Ultra Series Monopods:
Ultra Stick Super 8:  Monopod with Patented 8 section tubular leg with simple twist lock.  Leg can lock at any point between closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the monopod to extend to a greater working height than monopods with standard locking legs. This 8 section monopod collapses to 10.24” and extends to 57.87”, over a 5-1 ratio.  Includes wrist strap and belt clip.
Max Operating height: 57.87”
Closed: 10.24”
Weight: .77LBS
Loading Weight: 6.8LBS
Leg Diameter: 30MM

Ultra Selfie:  Selfie Pod with THD-23 head that features removable upper section.  Remaining base plate on the THD-23 is compatible with Go Pro bracket. Patented 6 section tubular arm with simple twist lock.  The arm can lock at any point between closed and extended positions.  This 6 section Selfie collapses to 8.66” and extends to 28.89”.  This item includes wrist strap and foam rubber hand grip.
Weight: .40LBS
Loading Weight: 6.8LBS
Leg Diameter: 24MM

Ultra Stick L60:  Monopod with Patented 6 section tubular leg with simple twist lock.  Monopod can lock at any point between the closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the monopod to extend to a greater working height than monopods with standard locking legs. This 6 section monopod collapses to 12.36” and extends to 61.02”.
Max Operating height: 61.02”
Closed: 12.36”
Weight: .61LBS
Loading Weight: 4.5LBS
Leg Diameter: 24MM

Ultra Stick V60:  Monopod with Patented 6 section tubular leg with simple twist lock.  Monopod can lock at any point between the closed and extended positions.  The innovative designs allows for more compact dimensions when closed, yet enabling the monopod to extend to a greater working height than monopods with standard locking legs. This 6 section monopod collapses to 12.44” and extends to 61.02”.
Max Operating height: 61.02”
Closed: 12.44”
Weight: .68LBS
Loading Weight: 5.5LBS
Leg Diameter: 27MM
Sherpa Series:

Sherpa E5300D (A): Three section aluminum tubular leg assembly with quick level leg locks, non-slip rubber feet, and lift center column with detachable lower column section.  This section can be removed when using the assembly in the grounder and low angle position.  Three position leg settings enable the assembly to be setup in grounder, low angle, and standard positions.  Tripod carry case included. 
(Dimensions without head)
Max Operating height: 64”
Minimum Operating Height: 19.61”
Closed: 21.18”
Weight: 3.32LBS
Loading Weight: 7.72LBS
Leg Diameter: 26MM

Sherpa E6300D (A): Three section heavy duty aluminum tubular leg assembly with quick level leg locks, non-slip rubber feet, and lift center column with detachable lower column section.  This section can be removed when using the assembly in the grounder and low angle position.  Three position leg settings enable the assembly to be setup in grounder, low angle, and standard positions.  Tripod carry case included. 
(Dimensions without head)
Max Operating height: 66.10”
Minimum Operating Height: 20.24”
Closed: 21.89”
Weight: 3.9LBS
Loading Weight: 9.92LBS
Leg Diameter: 29MM


GEO E643D (A): Four section carbon fiber/basalt tubular leg assembly with adjustable quick level leg locks, non-slip rubber feet with ground spike, and lift center column with detachable lower section.  This section can be removed when using the assembly in the grounder and low angle position.  The addition of basalt creates a leg which suppresses vibration, increases rigidity, and has greater resistance to crushing.  Velbon also uses a magnesium upper section where the legs attach which is more light weight than traditional aluminum components.  Three position leg settings enable the assembly to be setup in grounder, low angle, and standard positions.  Adjustable panhead mounting screw either ¼ or 3/8.  Tripod carry case and accessory apron included. 
(Dimensions without head)
Max Operating height: 62.20”
Minimum Operating Height: 5”
Closed: 18.00”
Weight: 3.55LBS
Loading Weight: 9.92LBS
Leg Diameter: 26MM

Pole Pod 11:  Four section stand alone monopod with a 2-section Ultra Mini tripod base.  Monopod has quick lever leg locks for quick and easy setup and height adjustments.  Both the ball head, QHD-33Q with QB-3B quick release camera mounting plate, and the Ultra Mini Tripod base are removable.  The Ball head can be attached directly to the tripod base for use as a mini or table top tripod and the monopod can be used without the mini tripod base.  Include carry case 
Max Operating height: 70.47”
Closed: 26.8”
Weight: 2.16LBS
Loading Weight: 5.51 LBS
Leg Diameter: 29MM

Heads:

PHD-33M:  Three way compact aluminum panhead with QB-42 quick release camera mounting platform.  Height: 2.91”, Weight .65LBS. Is the plate included? YES

PHD-65D:  Unique Magnesium heavy duty three way FLUID panhead for use for both digital and video cameras.  Dual leveling bubbles and reversible control handle.  Panhead includes a quick release camera mounting with a QB-62 plate.  Fluid design allows for smooth movements when used for videos.  Height: 4.57”, Weight: 2.07LBS

PHD-66Q:  Velbon’s Revolver Head  This patent pending head has a unique shift when moving the mounted camera from a horizontal to vertical position.  When the camera is moved from the horizontal to the vertical setting the camera maintains a position directly over the central axis of the tripod leg assembly.  Head is manufactured using a magnesium alloy for additional strength at an overall lighter weight and has dual leveling bubbles.  The head incorporates a quick release camera mounting platform which uses the QB-635 II mounting plate.  Height: 4.95”, Weight: 1.43LBS Is the plate included? YES

THD-23: Compact head that features removable upper section with a remaining base plate that is compatible with Go Pro bracket.  Can be used with any mini digital camera or I-phone selfie bracket.  Height: 1.77”, Weight: .07LBS.

QHD-63Q:  Large light weight magnesium ball socket head with quick release camera mounting platform and dual leveling bubbles and adjustable locking lever.  The quick release accepts the QB635L. Height: 4.33”, Weight: .79LBS Is the plate included? YES


FHD-53D:  Two way fluid video head with bi-directional quick release camera mounting platform and reversible control arm.  Mounts to 1/4“ thread tripod base.  Camera mounting plate is the QB-46.  Height: 3.3”, Weight: 1.08LBS

Accessories:

Super Mag Slider Upper:  Focusing rail for fine forward and back movements made of a die cast magnesium alloy.  Maximum adjustment forward/back 2.36”. Total length, weight, Arca- compatible?  L: 8” WT: .6lbs  No

Angle Changer D:  Multi Angle changer for use as a standalone item or mounted to a tripod head.  Enables the user to set camera in multiple angle positions.  Folded Height: 2.17, Weight: 1.04LBS.

Angle Adapter 4:  Adapter for use with V4 boom arm unit.  What does it do? Size, weight? Used between V-4 unit and the head so the head can be set in multi angle positions HT: 1.57”, WT: .2 lbs

Hide Clamp II:  Multipurpose clamp fits monopods enabling them to clamp onto surfaces such as a table, fence, etc., and   comes with 4 different size sleeves. Size, weight?

SPT-1:  Lens supporter unit Is there any more info? What does this mean, what does it do? Dimensions, weight?	Image sent:  L: 9.65”  W: 2.76” WT: .75LBS  Arca compatable

UC-6:  Umbrella with Clamp.  Umbrella size Diameter 35.4”, Depth: 7.87”, shaft length: 20.9” What kind of clamp? Alligator, picture sent

QRA-4: Camera quick release adapter.  For a panhead that doesn’t have a quick release plate this adapter mounts on top of the panhead on the camera screw and it has a quick release plate

QB-32: Quick release plate fits models EX Macro, EX-330Q 

QB-42: Quick release plate fits models ULTRA 353Mini, ULTRA 355, QHD-33M, PHD-33M, QRA-4
